
Blockout



Product Certificate
Fire, Smoke Classification Non-FR

FR(US) - NFPA 701 TM#1 (By Request)

Health & Safety Greenguard® Gold

RoHS Directive (EU)2015/863 EN71 Part 3:1994

AATCC112-2014 GB18586 - 2001

Colour fastness to light ≥Grade 6 ISO105 B02:2014

≥4.0 AATCC TM 16.3-2014; Option 3; Xenon Arc Lamp

Warranty 5 Years

Technical Data
STYLE Nano-Polymerize Gloaming

Composition 100% Polyester coated with Acrylic and Fabric

Openness Factor 0%

UV Screen 100%

Width Inch 118"

cm 300

Weight oz/yd2 10.47 ± 5%

(ISO 2286-2) g/㎡ 355 ± 5%

Thickness Inch 0.015 ± 5%

(ISO 2286-3) mm 0.39 ± 5%

Mechanical Resistance

Breaking Warp ≥1500 N/5cm

(ISO 13934-1) Weft ≥1420 N/5cm

Tear Warp ≥ 86 N

(ISO 4674) Weft ≥120 N

Packing 32.8 yards

(Roll Length) 30 lm



Product Mix

Jacquard Fabrics

Acrylic Nano Coating

Supersoft Polyester Fabrics

Nano-Polymerize Blockout Fabric

 Supersoft hand feeling

 Non-sticky, Peel-free and Scratch-proof

 Weldable

 7 colors

INNOVATIVE COATED FABRIC WITH NEW TECHNOLOGY

 Applied to interior, especially for residential and hotel

 Application for roller and roman, etc.



Colours

NPG 0102 Linen

NPG 0101 White NPG 0107 Pearl

NPG 0105 Pewter NPG 0103 Grey

NPG 0106 Bronze NPG 0104 Black

* Colours may be slightly different from the actural ones
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